15 Column Aquarium Stand
Assembly Manual

14" Wide, 14" Long, 30.5" High
Item #100151007

15 Column Aquarium sold separately
Assembly Instructions
Before starting assembly, verify parts with parts list on back page.

Step 1
1. Attach two hinges to inside of door panel and left side panel by pushing the hinge pieces firmly into the predrilled recess holes and tightening the screws.

Step 2
1. Push the cord protector into the predrilled hole on the back panel.

Step 3
1. Attach back and both side panels to bottom panel by aligning the predrilled holes.
2. Start six hex socket-head screws through the bottom holes and into the vertical panels for proper position.
3. Tighten the six screws in bottom panel using provided hex wrench. (Do not overtighten.)
**Step 4**

1. Screw one hex socket-head screw into predrilled hole in each side panel using provided hex wrench. (Do not overtighten.)

2. Attach stand feet into holes on the underside of the bottom panel by pushing into predrilled holes.

**Step 5**

1. Place stand upright on a level surface.

2. Attach door handle to upper edge of door panel by screwing two wood screws into predrilled holes.

3. Snap the door hinge pins into position on the side panel hinge notch on both the top and bottom hinges. (See hinge detail.)

4. Insert door stop pin into pre-drilled hole on top of right side panel with flat side vertical.

**Step 6**

1. For proper door fit, adjust hinges according to diagram.

   - **Loosen (clockwise) to Adjust Door Forward or Backward**
   - **Loosen (Counterclockwise) to Adjust Door Forward or Backward**

   - **Turn to Adjust Door Up or Down**
### Parts List

<table>
<thead>
<tr>
<th>Description</th>
<th>Qty</th>
</tr>
</thead>
<tbody>
<tr>
<td>Door</td>
<td>1</td>
</tr>
<tr>
<td>Left Side Panel</td>
<td>1</td>
</tr>
<tr>
<td>Back Panel</td>
<td>1</td>
</tr>
<tr>
<td>Right Side Panel</td>
<td>1</td>
</tr>
<tr>
<td>Bottom Panel</td>
<td>1</td>
</tr>
<tr>
<td>Door Handle</td>
<td>1</td>
</tr>
<tr>
<td>7 Wood Screws, 1/2 inch long</td>
<td>2</td>
</tr>
<tr>
<td>8 Hinges (Top and Bottom)</td>
<td>2</td>
</tr>
<tr>
<td>9 Hex Socket-Head Screws, 2 inches long</td>
<td>8</td>
</tr>
<tr>
<td>10 Cord Protector</td>
<td>1</td>
</tr>
<tr>
<td>11 Stand Feet</td>
<td>4</td>
</tr>
<tr>
<td>12 Door Stop Pin</td>
<td>1</td>
</tr>
<tr>
<td>Hex Wrench (not shown)</td>
<td>1</td>
</tr>
</tbody>
</table>

### Tools Required for Assembly

Phillips Screwdriver and Mallet

For questions regarding this product or to request missing parts, please visit us online at: aqueonproducts.com or call 1-888-255-4527

A product of Central Aquatics
(Division of Central Garden & Pet Company)
Franklin, WI 53132
888.255.4527 aqueonproducts.com
Aqueon, Aqueon with design and It's all about the fish are trademarks of Central Garden & Pet Company
©2017 Central Garden & Pet Company